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       Type Material Temp. Weight Dimensions of magazine4 [mm] Dimensions of side panel4 [mm] min. max. Weight 
 [EL] [°C] [kg] a b c d e a b c d [mm] [mm] [kg] 
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 PS1 55 6,40            7,70 
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090 PS+PC2 80 6,80 320 355 563 34,0 33,5 50 10 3,0/4,2 318 60 256 8,10 
 PC3 120 7,20            8,50 
 PS1 55 7,80            9,00 

713 PS+PC2 80 8,00 320 400 564 34,0 33,5 50 10 3,0/4,2 399 50 258 9,20 
 PC3 120 8,30            9,50 
 PS1 55 8,30            9,30 

717 PS+PC2 80 8,70 380 400 564 34,0 33,5 50 10 3,0/4,2 399 50 310 9,50 
 PC3 120 8,90            9,80 
 PS1 55 9,00            9,506

719 PS+PC2 80 9,50 400 460 564 34,0 33,5 50 10 3,0 459 50 330 11,006

 PC3 120 9,90            11,406

1Polystyrene EL black suitable for PC board temperature up to max. 55 °C, surface resistance < 108 Ohm 
2Polystyrene EL (baseplate) + polycarbonate EL (side panel) black suitable for PC board temperature up to max. 80 °C, surface resistance < 108 Ohm  
3Polycarbonate EL black suitable for PC board temperature up to max. 120 °C, surface resistance < 108 Ohm 
4If the aforesaid dimensions do not meet your requirements, we are able to produce any size on request. 
6Currently in preparation 

 

 


